
Test Item Specification

Appearance
Viscosity [mPa∙s(cps), 25ºC

T.F.T. (hr)
Non volatile (%)

Tensile strength (N/mm²)
Elongation (%)

Hardness (Shore A)

Colored liquid
600,000 ~ 900,000

Max. 8
96 ± 2

Min. 1.5 (KMS 6518)
Min. 500 (KMS 5418)

40 ~ 60

• GPS – 700 system requires

no mixing process so it can be

used conveniently in job site.

• This one component liquid-

applied polyurethane system is

developed for use as

polyurethane sealing material.

• It has good mechanical and

chemical properties such as

elasticity, adhesion to

substrate, abrasion resistance,

wear resistance and chemical

resistance etc.

1. Basic uses

• Expansion joint of mortar, 

concrete and metal.

• PC, RC, ALC prefab and 

other joint.

• Curtain wall joint and 

expansion joint of highway, 

concrete pavement and 

road etc.

2. Basic color :

Green, Gray, White

3.    Physical Properties

4. Application

1. All surfaces to be sealed must be

thoroughly dry and from oil, dirt and other

contamination

2. Fill the cleavage with the sealing

material by the caulking gun and take care to

reach the sealing material to inside as quickly as

possible.

5. Package

600mL/sausage

GPS 700 One Component 

Polyurethane Sealant


