
2 Component Polyurethane UV Protection  

FUNCTION :

Form Beautiful floor Layer where the 

Protection of the Surface Layer an 

Durability are Needed.

CHARACTERISTICS :

• Excellent Durability As Top Coating of

Gloss Coloring type.

• Satisfy the Demand of Costumer with

Variable Colors of two Component.

• Satisfy Beautiful Floor Layer with

Excellent Adhesion to Based P/U

layer Paved.

• No Discoloration quality as Acrylic

Modified P/U.

• Excellent Elasticity in Particulars as

Component Type

1. Use 0.2—0.3 kg/m³ with spray and Roller.

2 .Mix two component type of liquid enough and

pave foxed quantity evenly.

3. Use designated solvent (toluene, xylene)

considering working condition. (10—30 % to resin)

4. Be able to approve work efficiency if mix about

10—20kg, use it though there is a difference according to

temperature and moisture.

Geotop

APPLICATION

1. Be careful of absorption and fire because they

contain a solvent.

2. Seal GeoTop up in stock since it reaction

to water and it is hardened.

3. Because it is put on clothes and skin,

wash soap water.

4. When it is put on clothes and skin,

wash with soap water.

PRECAUTION

Generic & Specific Composition (2 Component)

A. Resin ; Isocynate Qusai-Prepolymer

B. Hardener : Acrylic Polyol mixture with pigment

Volume Solids (ASTM D2697) : 45% over

Finish: Gloss (Non-Luminescent)

Color: Gray, Green, Red

Surface: Polyurethane membrane

Cure: Chemical Reaction

Coats: 1-2

Method of Application: Brush, Roller or Spray

Mixing Ratio: A = 1 , B = 8

Recommended Temperature: Ambient : 5 to 30°C

Effect of Exposure to Sunlight: Good

Storage Characteristics: Shelf life of 12 months at

5 to 30°C

Packaging Unit : Part A = 16kg round can

Part B = 2 kg square can

SPECIFICATIONS
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Fax: +632-519-8996
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